 FORMDROPDOWN 

Application No.:
  358029
Equipment Category – Lithographic or Offset Printing, Non-Heatset
1.
general information

DATE:   1/18/2001

a.
manufacturer:   Heidelberg

b.
type:   Sheet-Feed, IR-Dry
c.
model:   Speedmaster 102V

d.
style:        

e.
applicable aqmd regulation xi rules:   1130, 1171

f.
cost:   $       ( FORMDROPDOWN 
)
source of cost data:    FORMDROPDOWN 


g.
operating schedule:
16  hrs/day
5  days/wk
52  wks/yr

2.
EQUIPMENT INFORMATION

App. No.:   358029

A.
FUNCTION:   Commercial Printing (Various Types of Products) 

b.
size/dimension/capacity:   6-color, 40" sheet width, 21 IR lamps (42 kW total), 127 hp total press drive, 15,000 sheets per hour (max.)

c.
blowers:        
d.
total flow rate:         scfm

e.
material stored/processed/handled:        

f.
throughput/process rate/usage rate:   

3.
COMPANY INFORMATION

App. No.:   358029

A.
NAME:   Melin Enterprises, Direct Color
B.
SIC CODE:   2752

C.
ADDRESS:   3090 Airport Way
CITY:   Long Beach
STATE:   CA
ZIP:   90809

D.
CONTACT PERSON:   Susan Pereiras
E.
PHONE NO.:   562-426-3991

4.
PERMIT INFORMATION

App. No.:   358029

A.
AGENCY:   SCAQMD
B.
application type:    FORMDROPDOWN 


C.
AGENCY CONTACT PERSON:   Stacey Ebiner
D.
PHONE NO.:   909-396-2504

E.
PERMIT TO CONSTRUCT/OPERATE INFORMATION:
P/C NO.:        
ISSUANCE DATE:        
 FORMCHECKBOX 
  check if no p/c
P/O NO.:   F35505
ISSUANCE DATE:   12-1-00

F.
START-UP DATE:
3/10/99

5.
EMISSION INFORMATION

App. No.:   358029

A.
PERMIT

A1.
PERMIT LIMIT:   Facility VOC emissions not to exceed 2730 lb in any calendar month.  VOC content of fountain solution not to exceed 0.2 lb/gal, as applied, including water and exempt solvents.  Composite vapor pressure of blanket wash and roller washes not to exceed 5 mm Hg at 20 deg C.  Compliance with Rules 1130 and 1171.

A2.
bact/lAer DETERMINATION:   VOC content of fountain solution not to exceed 0.2 lb/gal, as applied, including water and exempt solvents.  Composite vapor pressure of blanket wash and roller washes not to exceed 5 mm Hg at 20 deg C.  Rule 1130 compliant ink: VOC< or = 300 g/l, less water, less exempt compounds. Rule 1171 compliant cleaning solvents: VOC < or = 900 g/l of material. Facility recently changed to a lower-VOC fountain solution, containing .0725 lb/gal VOC (see Section 6, Comments).

A3.
BASIS OF THE BACT DETERMINATION:   Fountain solution and washes proposed by Applicant (see below, Section 6, Comments)

B.
CONTROL TECHNOLOGY

B1.
MANUFACTURER/SUPPLIER:        

B2.
TYPE:        

B3.
DESCRIPTION:
        

B4.
CONTROL EQUIPMENT PERMIT APPLICATION DATA:
P/C NO.:        
ISSUANCE DATE:        


P/O NO.:        
ISSUANCE DATE:        

B5.
WASTE AIR FLOW TO CONTROL EQUIPMENT:
FLOW RATE:        
ACTUAL CONTAMINANT LOADING:        
BLOWER HP:          

B6.
WARRANTY:        

B7.
PRIMARY POLLUTANTS:        

B8.
SECONDARY POLLUTANTS:        

B9.
SPACE REQUIREMENT:        

B10.
LIMITATIONS:        
B11.
UNUSED

B12.
OPERATING HISTORY:        

B13.
UNUSED
B14.
UNUSED

C.
CONTROL EQUIPMENT COSTS

C1.
CAPITAL COST:
 FORMCHECKBOX 
 check if installation cost is included in capital cost
EQUIPMENT:   $     
INSTALLATION:   $       ( FORMDROPDOWN 
)
SOURCE OF COST DATA:    FORMDROPDOWN 


C2.
ANNUAL OPERATING COST:    $       ( FORMDROPDOWN 
)
SOURCE OF COST DATA:    FORMDROPDOWN 


D.
DEMONSTRATION OF COMPLIANCE

D1.
STAFF PERMFORMING FIELD EVALUATION:
ENGINEER'S NAME:        
INSPECTOR'S NAME:   Flora Sultan
DATE:   1/3/01

D2.
COMPLIANCE DEMONSTRATION:   Records review

D3.
VARIANCE:
NO. OF VARIANCES:        
DATES:        
CAUSES:        

D4.
VIOLATION:
NO. OF VIOLATIONS:   2
DATES:   7/9/99
CAUSES:   Blanket wash vapor pressure too high. Storage of cleaning solvent in open container.

D5.
MAINTENANCE REQUIREMENTS:        
D6.
UNUSED

D7.
SOURCE TEST/PERFORMANCE DATA RESULTS AND ANALYSIS:
DATE OF SOURCE TEST:        
CAPTURE EFFICIENCY:        
DESTRUCTION EFFICIENCY:        
OVERALL EFFICEINCY:        
SOURCE TEST/PERFORMANCE DATA:        

OPERATING CONDITIONS:        

TEST METHODS:        

6.
COMMENTS

App. No.:   358029

The facility recently changed to a new fountain solution for reasons of cost and ease of makeup. The new fountain solution is a mixture of "Press Control", which contains 1.7 lb/gal VOC, in water (5.7 oz per gal water). This results in a fountain solution containing .0752 lb/gal VOC (5.7 x 1.7 / (128+ 5.7) = .0752). It is not known how widely applicable this low-VOC fountain solution may be in the lithographic printing industry. For example, higher-VOC fountain solution may be required in some non-heatset lithographic printing operations, depending on site-specific factors such as product quality requirements and individual press characteristics (e.g., roller materials).
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