 FORMDROPDOWN 

Application No.:  390214
Equipment Category – I.C. Engine - Emergency, Compression Ignition
1.
GENERAL INFORMATION

DATE:   8/29/2002

a.
manufacturer:   Cummins

b.
type:   Turbocharged and Aftercooled
c.
model:   QSM11-G1 (395 BHP)

d.
style:        

e.
applicable aqmd regulation xi rules:   

f.
cost:   $       ( FORMDROPDOWN 
)
source of cost data:    FORMDROPDOWN 


g.
operating schedule:
1  hrs/day
1  days/wk
52  wks/yr

2.
EQUIPMENT INFORMATION

App. No.:   390214

A.
FUNCTION:   Drives a standby electrical generator

B.
maximum Heat Input:   
C.
maximum throughput:   395

D.
burner information:
no.:        
type:        

e.
primary fuel:   Diesel
f.
other fuel:        

g.
operating conditions:   Emergency only

3.
COMPANY INFORMATION

App. No.:   390214

A.
NAME:   Cummins Cal-Pacific, Inc.
B.
SIC CODE:   

C.
ADDRESS:   1939 Deere Ave
CITY:   Irvine
STATE:   CA
ZIP:   92606

D.
CONTACT PERSON:   Charles Hodge
E.
PHONE NO.:   949-253-6000

4.
PERMIT INFORMATION

App. No.:   390214

A.
AGENCY:   SCAQMD
B.
application type:    FORMDROPDOWN 


C.
AGENCY CONTACT PERSON:   Raman Patel
D.
PHONE NO.:   909-396-2466

E.
PERMIT TO CONSTRUCT/OPERATE INFORMATION:
P/C NO.:   A/N 390214
ISSUANCE DATE:   12/4/2001
 FORMCHECKBOX 
  check if no p/c
P/O NO.:   A/N 390214
ISSUANCE DATE:     12/4/2001

F.
START-UP DATE:
     

5.
EMISSION INFORMATION

App. No.:   390214

A.
PERMIT

A1.
PERMIT LIMIT:   Certified equipment permit. Standard conditions for compression ignition engine used to drive emergency generator including <199 hrs/yr operation and fuel sulfur <.05%. Also, engine must be a USEPA nonroad certified compression engine as evidenced by the manufacturer's engine tag.

A2.
bact/lAer DETERMINATION:   The USEPA engine family (1CEXL0661AAC) to which this engine belongs has been certified to meet 2001USEPA Tier 2 standards for non-road engines. For 300<600 BHP engine ratings, in 2001, Tier 2 standards are (g/BHP-hr):  (NOx + HC) <4.8, CO <2.6, PM <0.15

a3.
BASIS OF THE BACT/LAER DETERMINATION:  USEPA Tier 2 nonroad emission Standards.

B.
CONTROL TECHNOLOGY

B1.
MANUFACTURER/SUPPLIER:   Cummins

B2.
TYPE:   Engine design

B3.
DESCRIPTION:
   Engine is turbocharged and aftercooled to improve performance and reduce NOx

B4.
CONTROL EQUIPMENT PERMIT APPLICATION DATA:
P/C NO.:        
ISSUANCE DATE:        


P/O NO.:        
ISSUANCE DATE:        

B5.
WASTE AIR FLOW TO CONTROL EQUIPMENT:
FLOW RATE:        
ACTUAL CONTAMINANT LOADING:        
BLOWER HP:          

B6.
WARRANTY:        

B7.
PRIMARY POLLUTANTS:        

B8.
SECONDARY POLLUTANTS:        

B9.
SPACE REQUIREMENT:        

B10.
LIMITATIONS:        
B11.
UNUSED

B12.
OPERATING HISTORY:        

B13.
UNUSED
B14.
UNUSED

C.
CONTROL EQUIPMENT COSTS

C1.
CAPITAL COST:
 FORMCHECKBOX 
 check if installation cost is included in EQUIPMENT cost
EQUIPMENT:   $     
INSTALLATION:   $       ( FORMDROPDOWN 
)
SOURCE OF COST DATA:    FORMDROPDOWN 


C2.
ANNUAL OPERATING COST:    $       ( FORMDROPDOWN 
)
SOURCE OF COST DATA:    FORMDROPDOWN 


D.
DEMONSTRATION OF COMPLIANCE

D1.
STAFF PERMFORMING FIELD EVALUATION:
ENGINEER'S NAME:        
INSPECTOR'S NAME:        
DATE:        

D2.
COMPLIANCE DEMONSTRATION:   USEPA Certificate of Conformity stating that engine family conforms to applicable 2001 nonroad emission standards

D3.
VARIANCE:
NO. OF VARIANCES:        
DATES:        
CAUSES:        

D4.
VIOLATION:
NO. OF VIOLATIONS:        
DATES:        
CAUSES:        

D5.
MAINTENANCE REQUIREMENTS:        
D6.
UNUSED

D7.
SOURCE TEST/PERFORMANCE DATA RESULTS AND ANALYSIS:
DATE OF SOURCE TEST:        
CAPTURE EFFICIENCY:        
DESTRUCTION EFFICIENCY:        
OVERALL EFFICEINCY:        
SOURCE TEST/PERFORMANCE DATA:

OPERATING CONDITIONS:        

TEST METHODS:        

6.
COMMENTS

App. No.:   390214
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